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Amendments to the Claims: 

1 . (currently amended) A communication system including 
network performing at least one communication with at least 
radio communication link, the communication system liaving a 
charaoterist i G s- ond oharaGtori^od by comprising: 



on(5 



a communication 

subscriber unit over a 
d) lurality of d i fforont 



means for transmitting dynamic oyotom tariff information 
traffic load of the communication system from the communicatidn 
one subscriber uni t, tho dynamic syst e m i nformation tranomitt e c l 



relating to tho ctatus a 
network to the at least 
to tho at least ono 



Guboc r ib e r unit compricing a rocourco al l ocation for at loact on e 



than ttto at loact on e cubsoribor uniti and 

the at least one subscriber unit comprising means for receiving the dynamic 
oyctom tariff Information; and 

means for 6e k3Gting a proforrod vaiuo of at looct ono 



nhr mctorlfitic o f delaying 3 



communication in the communication system in response to th^ 
tariff Information being above a thresholdf -and 

moanc for cotting tho at l oact ono oharactorlGtic of tho 
oommun l cation cystom to said proforrod valuo of tho at loact on e charact e ri s t is 



2-10, (canceled)* 



inputs 



1 1 . (cunrently amended): A communication system as 
subscriber units further comprise means for receiving a user 
etaraotorlGtic of tho communication botwoon tho oubocribor 
^jntorm * "^^ rnnpnnnn to this ucor i nput to select th e tariff thnsshold 



wit 



12-20. (canceled). 
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othor subscrib e r UR it 



rosQurce a l location 



6< ?mmun i oation in th e 



clain^ed in claim 1 wherein the 
and tho at least one 
it and tho notwori^ i s 



Jul -20-2005 02:33pin Frora-MOTOROLA 



18475763750 



T-797 P. 004/007 F-349 



21 . (currently amended): A method of modifying communication 
system including a communication networic perfonming at least 
at least one subscriber unit over a radio communication linkv 



cne 



#iG- communlootion oyctom 



having a p l urality of diff o ront charaGtoriotics , said method bemg 
comprising the steps of. 

transmitting dynamic system tariff information relating to 
of the communication system from the communication network 
subscriber uni t, tho dynamic cyctom infonmation tranomittod to 



charactorizod by 



ttfWRtatu s a traffic load 



Q 



s ubocribor unit comprioing a r es ourGo al l ocation for at l oaot ono 
than tho at loact ono GUbscribor unit ; 



receiving the dynamic cyctom tariff information: and si 
at loact ono charootorict i c of 

delavino a communication in the communication system 
mRn ii rnn nllnrMntlon tariff information being a bove a threshold 



olo Eating a proforrod va l ue of 



sotting tho at l oast ono charactorictic of tho communicat 



en in tho communicat i on 



Gyctom to ca i d proforrod value of tho at lea s t - ono charact e ri s ti o 



in a communication 
communication with 



the at least one 
at loast one 



e thor cubsoribor unit 



in response to the 
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